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Scope 

 

Release 9.3 Printer Control Software package includes the following components: 

 

• XiJet Control Panel v9.3 

• XiJet Setup Wizard v4.3 

• XiJet_API.dll v9.3 

• NP45 Embedded firmware v9.3, LCA v62 

• LX Embedded firmware v4.3, LCA v149 

 

 

Installation 

 

1. Install the printer software package by double clicking the installer .msi file. 

 

2. Update embedded firmware using the XiJet Setup Wizard.  See the XiJet Getting 

Started Guide for additional help. 

 

 

 

Version 9.3  Feb 4, 2019 

 

• Resolved issue with offline print mode skipped or half printed images 

• Extended buffer allocations in XiJet_API to avoid crash related to 3
rd
 party usage 



 

 

Version 9.2.2  Jan 31, 2018 

 

• XIJET_API configuration parameters adjustable via GetPrinterParameter/ 

SetPrinterParameter  

 

 

Version 9.2.1  Dec 11, 2017 

 

• API support for ink usage tracking on Funai/Lexmark based systems 

• Setup Wizard diagnostics page resolved garbage output for fixed speed systems 

 

 

Version 9.2  Aug 16, 2017 

 

• Support orientation 180 degree rotate feature 

• Setup Wizard diagnostics page displays transport speed in multiple units and includes 

an encoder count display 

• Support offline print mode active monitor mode 

 

 

Version 9.1.2  Aug 25, 2016 

 

• Option for software generated print trigger 

• Auto-simulate print trigger more accurate page repeat length 

 

Version 9.0.1  Aug 12, 2016 

 

• Provide x64 version of API 

• Support maximum of 16 print heads 

 

 

Version 9.0  Jan 22, 2016 

 

• Compatibility features for Composer 7.0 

• Lexmark cartridge warming enhancements coupled to transport restart 

 

 

 


